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2,6-15kVA
Super-silenced generating sets with air-cooled petrol or diesel engine

50Hz - 3000/min   4 Stroke

Option: 4 wheel kit (S2)Option: lifting eyes (S1) Option: remote control (S5)

A =   2 Sockets 230V - 16A 
A0 = 1 Socket 230V - 16A 
A1 =   1 Socket 230V - 16A + 2 Sockets CEE   230V - 16A 
A3 = 

  

  1 Socket 230V-16A + 1 Socket CEE 230V-16A + 1 Socket CEE 230V-32A
B3 = 
  
  1 Socket 230V-16A + 1 Socket CEE 230V-16A + 1 Socket  
  CEE 400V-16A  5-pole
E =   Electric Start (Battery included)
EC = Electric choke
ES  = Emergency stop
FP =  Fuel pump
h =  Hour counter
MS =  Magneto-Stop
O =  Oil guard
OP = Low oil pressure guard
R =  Recoil Starter
Th = Circuit breaker
TM = Thermal Magnetic breaker
TP = High temperature security
V = Voltmeter

Standard control panel EPS6000DE

The most super-silenced generator in its class!

DIESEL

TYPE
kVA
max.

kVA
cont.

Amp.

Engine HP cm³
Tank
( l )

Autonomy
(h at 75%load) Version

Dimens.
[= without tank]

( cm ) kg

dB(A)   
@
7m LWA

1 ~ 
230 V

3 ~ 
400 V

EPS2500DE 2,5 2,2 10 - Hatz 
1B20 4,8 232 10 14,3 A0-E-FP-h-MS-

OP-TM-TP-V
94x52x45 

[81x52x45] 125 62 87

EPS3500DE 3,3 3 13 - Kubota 
OC60 6 276 20 16,7 A1-E-FP-h-

MS-OP-TM-TP-V
110x56x56 
[92x56x56] 155 65 90

EPS5500DE 5 4,5 20 -
Yanmar 
L100AE 10 406 20 10,5

A3-E-ES-FP-h-
MS-OP-TM-TP-V 127x64x62   

[109x64x62] 200 66 91
EPS6000TDE 5,5 5 18 6 B3-E-ES-FP-h-

MS-OP-TM-TP-V

EPS6000DE 5,5 5 22 -
Hatz       
1B40 10,5 462 20 10,5

A3-E-ES-FP-h-
MS-OP-TM-TP-V 127x64x62   

[109x64x62] 200 66 91
EPS7000TDE 7 6,5 18 8 B3-E-ES-FP-h-

MS-OP-TM-TP-V
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